scar-pal2-phl-series-e https://www.zecspa.com/print.php?lang=en&id=442&main=030204...

= (ST CER ZEC S.p.A.
® -3 %Qv Via Lungolorno 11 - 42052 Colorno (PR) - Italia
Tel. 0521 816631 - Fax 0521 816772

§ 3
k\[} MY // info@zecspa.com - www.zecspa.com
N

C.F, PIVA e n. Iscr. Reg. Imprese Parma: IT01720400348

Numero REA: PR-173914

Spirals of the SCAR PA12 PHL Series with straight terminals and fittings with spring

e PRESSURE FROM 16 TO 28 BAR
* WORKING TEMPERATURE FROM - 20 A + 80 °C

PNEUMATICS JD AIR PAINTS CNG/LPG
‘ HYDRAULIC OIL .‘ WATER

TECHNICAL FEATURES

Metric

Tube lenght (“Y” in ref. code) -> 5m(Y=5) 10m(Y=10) 15m(Y=15) 20m(Y=20)

D d De Di Lt1 Lt2 Lecl Le2 Lal Lel Le2 Lal Lel Le2 Lal Lel Le2 Lal

Code mm mm mm mm mm mm mm mm mm mmmm mm mm mm mm mm mm mm
SCAR64XY 6 4 64 52 100 100 168 368 2500 330 530 5000 498 698 7500 660 860 10000
SCAR86XY 8 6 86 70 100 100 168 368 2500 328 528 5000 496 696 7500 656 856 10000
SCAR108XY 10 8 102 82 100 100 180 380 2500 350 550 5000 530 730 7500 700 900 10000
SCAR129XY 12 9 110 84 100 100 216 416 2500 420 620 5000 624 824 7500 828 1028 10000
SCAR1512XY 15 12 184 152 100 100 165 365 2500 300 500 5000 450 650 7500 685 785 10000

@ @ A e 0) J

Code mm mm mm bar g/m Available Colors Ferrule Code
SCAR64XY 6 4 1 28 16,2 B-A 1/4" BSPT
SCAR86XY 8 6 1 20 22,6 B-A 1/4" BSPT

SCAR108XY 10 8 1 16 29,1 B-A 3/8" BSPT

SCAR129XY 12 9 1,5 20 50,9 B-A M22x 1,5

SCAR1512XY 15 12 1,5 16 65,5 B-A 1/2" BSPT
N : Black R:Red G : Yellow B : Blue
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TECHNICAL FEATURES

Working Temperature:

From -20°C to + 80°C Per water-based fluids the max working temperature is +70°C.
Colors:

BLUE and ORANGE. Other colors on request

PRESSURE CORRECTION FACTOR ACCORDING TO TEMPERATURE

0°C 23°C 30°C 40°C 50°C 60°C 70°C 80°C
1 1 0,87 0,74 0,64 0,57 0,52 0,47
RACCORDI

BSPT rotating male with reinforcing spring

SCAR64XY 1/4" BSPT
SCAR86XY 1/4" BSPT (no rotating)
SCAR108XY 1/4" BSPT / 3/8" BSPT
SCAR1512XY

1/2" BSPT

BSPT rotating male with reinforcing spring

A b gy

LAY

SCAR129XY SCAR129XY M16x 1,5

OPTIONAL

- Color

For any further information about the optional items, please contact the sales office ()
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